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1 2 3 4 5

6 7 8 9 10

11 12 13 14 15

16 17 18 19 20

21 22 23 24 25

26

2pcs 1pc 1pc

1pc

1pc 2pcs

2pcs 4pcs 2pcs

2pcs

6pcs 4+1pcs

4+1pcs 6+2pcs 6+2pcs

12+2pcs 6pcs 3pcs

LONG Bottom Seal Strip

1pc 6pcs

3pcs

1pc

PVC Shim
Cale PVC

4pcs4+1pcs

KEY
27

Short Bottom Seal Strip

1pc

Cap
Couvercle

6+2pcs

Inserted Seal Strip

Bande de Scellage

2pcs

Wall Jamb
Jambage Mural

Fixed Panel
Panneau Fixe

Door Panel
Panneau de Porte

Return Panel
Panneau de Retour

Top Bar

Pivot Cap
Couvercle du Pivot

Screw M8X12
Vis M8X12

Pivot
Pivot

Cap
Couvercle

Screw M6X20
Vis M6X20

Fitting
Raccord

Fitting
Raccord

Fitting
Raccord

Screw NO.8x1 3/4"
Vis NO.8x1 3/4"

Anchor
Ancrage

Bracket
Raccord

Bracket
Raccord

Magnetic Seal Vertical Gasket
Joint Vertical

Handle Screw NO.8x11/2"
Vis NO.8x11/2"

Glass Shelf
Tablette en Verre

PACKAGE CONTENT
CONTENU DU PAQUET
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SAFETY INFORMATION

TOOLS REQUIRED

Screw driver Impact drill

PencilRubber hammer

 Allen keySuitable Drill Bits

 Measuring Tape

Junior Hacksaw

Utility Knife

5/16"mm dia. *

1/8"mm dia.
HSS

Spirit Level

Glue Goggles

GlovesRight angle Ruler Sealant

Tournevis  percussion C

Crayon Colle Couteau tout usage Lunettes de protection

Equerre Joint Silicone Gants

Maillet en caoutchouc

*Please read and understand this entire manual before attempting to assemble, operate or install the product.
*Handle the tempered glass with caution ! Improper handling the glass can cause it to shatter  suddenly in small pieces (never pointed fragments).
Do NOT put glass panels on hard surfaces, always work on clean and soft surface (e.g. towel).
Shattering may occur otherwise!
*HEAVY PRODUCT! You will need at least two people to install this unit properly. Recommend to use 2" x 4" wood stud framing behind the wall

WARNING
*Manufacturer is not responsible for any damage to the unit or personal property caused by improper installation. If you disregard instruction warnings, your warranty
will be voided.
CAUTION
*Carefully remove product from packaging and keep packaging until installation is complete.
*Inspect all parts for damage.
*Install the shower on a floor that is level and able to accommodate the weight of the unit and an occupant.
*Please, consult local building codes and compliance standards prior to installation and ensure conformity.
PREPARATION
*Before beginning assembly of product, make sure all parts are present. Compare parts with
package content list .
*If any parts missing / damaged or other problems,please contact your local
distributor or supplier directly .
*Consult your local building codes with questions on installation compliance standards

pointus).
Ne posez PAS de panneaux de verre sur des surfaces dures, travaillez toujours sur une surface propre et douce (par exemple, une serviette).

AVERTISSEMENT

MISE EN GARDE
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LEVEL
NIVEAU

1.After installing the shower base, maintain it at level.
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WALL JAMB INSTALLATION
INSTALLATION DU JAMBAGE MURAL

1-2.Place the Wall Jamb (1) at width indicated by W2 from the wall. Keep it vertical level, then mark the holes' position
on the wall by pencil.

4-6.Hammer blow Wall Anchors (18) with rubber hammer. Secure Wall Jamb (1) with Fittings (14) and Screws (15) with
screw driver. Press Caps (16) by hand.

positionnement des trous sur le mur avec un crayon.

4-6.Marteler les Ancrages (18) avec un maillet en caoutchouc. Fixer le Jambage Mural (1) avec les Raccords (14) et les

1

1

1

14
15

16

5/16"mm dia. *

18

2 3 4 5

Shower base
Base de Douche

W1 W2

30 3/16"(770mm)

30 3/16"(770mm)

34 3/16"(871mm)

38 3/16"(973mm)

46 7/16"(1180mm)

58 3/16"(1482mm)

34 3/16"(871mm) 46 7/16"(1180mm)

30 3/16"(770mm) 58 3/16"(1482mm)

VIs (15) à l'aide d'un tournevis. Mettre en place les Couvercles (16) à la main.
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WALL JAMB INSTALLATION
INSTALLATION DU JAMBAGE MURAL

1-2.Place the Wall Jamb (1) at width indicated by W2 from the wall. Keep it vertical level, then mark the holes'
position on the wall by pencil.

4.Hammer blow Wall Anchors (18) with rubber hammer.
5.Secure Wall Jamb (1) with Fittings (14) and Screws (15) with screw driver. Press Caps (16) by hand.

marquer le positionnement des trous sur le mur avec un crayon.

4.Marteler les Ancrages (18) avec un maillet en caoutchouc.

5/16"mm dia. *

1516
14

1

1

1

2

3 4 5

18

Shower base
Base de Douche

W1 W2

30 3/16"(770mm)

30 3/16"(770mm)

34 3/16"(871mm)

38 3/16"(973mm)

46 7/16"(1180mm)

58 3/16"(1482mm)

34 3/16"(871mm) 46 7/16"(1180mm)

30 3/16"(770mm) 58 3/16"(1482mm)
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FIXED GLASS INSTALLATION
INSTALLATION DU PANNEAU FIXE

1 2

2
17

3

4

4

17

1-2.Install Fixed Panel (2) to Wall Jamb (1) and keep it at level. Insert the Seal Strip (17) into the gap of Fixed
Panel (2) and Wall Jamb (1).
3-4.Install Return Panel (4) to Wall Jamb (1) and keep it at level. Insert the Seal Strip (17) into the gap of
Return Panel (4) and Wall Jamb (1).

la fente du Panneau Fixe (2) et du Jambage Mural (1).

entre la fente du Panneau de Retour (4) et du Jambage Mural (1).

1

1

Inside View Inside ViewOutside ViewOutside View
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TOP BAR INSTALLATION

1-2.(5-6.)While maintaining Top Bar (5) at level, install the long part of Top Bar (5) to Fix Panel (2) in reference to the
images below: PVC Slim (13), Fitting (12), Fitting (11) & Screw (10) with an Allen Key. Press Cap (9) by hand.
3-4.(7-8.)While maintaining Top Bar (5) at level, install the short part of Top Bar (5) to Return Panel (4) in reference to
the images below: PVC Slim (13), Fitting (12), Fitting (11) & Screw (10) with an Allen Key. Press Cap (9) by hand.

1

2

3

4

5 6 7 8

5

13

2

12

1110

9

5

13
12

11
10

9

5

12
11

10

9

5

12
11

10

9

Inside View

Inside View

Inside View

Inside View

Inside
View

Inside View

Inside View
Inside View
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PIVOT & DOOR PANEL INSTALLATION
INSTALLATION DU PIVOT & DE LA PORTE

1.Install Pivot (8) into Top Bar (5) with Screw (7) by Allen Key.
2.Loosen Pivot (8), install Door Panel (3) and secure Pivot (8) with Allen Key.
3-4.Place Cap (6) and Cap (9) onto Pivot (8) by hand.
Attention: Must adjust Glass Door for smooth opening and closing.

Attention: Ajuster le Panneau de Porte pour qu'elle s'ouvre et se ferme bien.

Pivot
Details

1

4

2

3

8
7

6

9



GLASS SHELF INSTALLATION
INSTALLATION DE LA TABLETTE EN VERRE

1-3.Insert Bracket (19) into Glass Shelf (26). Then install Glass Shelf (26) to Return Panel (4) with Bracket
(20) and keep Glass Shelf (26) at level. Mark the drilling position by pencil.

hammer blow Wall Anchors (18) with rubber hammer.
6.Secure Bracket (19) with Screw (25) by screw driver to match the holes.
7.Insert Glass Shelf (26) to the Bracket (19), install Glass Shelf (26) to Return Panel (4) with Bracket (20) and
secure with screw driver.

(4) avec le Raccord (20) et fixer avec un tournevis.

1

2

3

4

5 6 7

26

19

20

18

19
25

12
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SEAL STRIP & HANDLE INSTALLATION

1-3.Insert Vertical Gasket (22) to Fixed Panel (2), then install Magnetic Seal (21) to Door Panel (3) and
Return Panel (4).
4.Install Long Bottom Seal (23) & Short Bottom Seal (27) to Door Panel (3).
5.Loosen Handle (24), then install Handle (24) to Door Panel (3).

Panneau de Porte (3) et Panneau de Retour (4).

1

2

4
5

22

21

23
24

3
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SEALING
SCELLAGE

24 hour

!
Apply Silicone Sealant
vertically between Wall
Jamb and wall,horizontally
between glass and Base only.

!
Appliquer le Silicone verticalement
entre le Jambage Mural et le
mur, et horizontalement entre le
verre et la Base uniquement.

Make sure the shower door moves smoothly and the magnetic seal closes perfectly. Apply silicone around the
outside and inside of wall jamb and bottom aluminum, as well as the bottom of the connection of wall jamb and
pivot to avoid water leaks.
Allow 24 hours for silicone to dry.

Warranty 2 years against original manufacturer defects, installed by professionals and under normal use.

normales d'utilisation.


